
Thank you for purchasing our Stainless Steel High Quality Hitch Ball. Each hitch ball is precision machined to 
precise tolerances from a solid stainless steel bar and Made in the USA by highly skilled machinists.

We are proud of the high quality and craftsmanship that goes into our products. Here at QMC, our team 
members feel this is the highest quality hitch you can buy. If you agree, please tell your friends about us. 

Included are (1) Stainless Steel Hitch Ball (1) Stainless Steel Lock Washer (1) Stainless Steel Nut

Installation Instructions:

1. Separate lock washer and nut from hitch ball.
2. Place threaded shank through hole on hitch or bumper
3. Install lock washer between nut and tongue or drawbar.
4. Tighten nut securely, but do not over tighten.
5. Check tightness of unit before each use.
*Do not exceed tow weight limits.

Our High Quality Hitch Balls are made from Stainless Steel. In harsh or polluted environments some surface 
rust may occur (usually from iron deposits). Do not remove with steel wool or similar products. Use a non-
steel pad. Apply wax sealer if necessary.

The manufacturer, QMC Technologies, Inc., makes no claims as to use of this product. QMC Technologies, Inc. will not be 
liable for any negligence, misuse, or damages personal or otherwise as a result of the use of this product. In any event, 
QMC Technologies, Inc total liability will be limited to the initial purchase price of this product, or replacement of this 
product at our discretion. By installing and using this product, you agree to the above conditions.

Stainlesshitchballs.com
Visit us online & write a review of our products! We love to hear from our customers!
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